
M12 SLED-0
M12™ LED SPOT LIGHT

Bulb type LED

Max. light output high /
medium / low / strobe
(lumens)

750/ -/ 400/ 750

Max. run time with M12 B4
battery (h)

4/ -/ 8/ 8

Beam distance (m) 640

Weight with battery pack
(EPTA) (kg)

1.2 (M12 B4)

Kit included
No batteries supplied, No
charger supplied, Blister
packaging

Article Number 4933451261

www.milwaukeetool.eu

TRUEVIEW™ high definition lighting

Up to 35% longer beam distance than competition - 650 m
intense and highly focused beam of light with 750 lumens

Especially useful for long range identification - utility pole/high
voltage cable inspection, inspection of long runs of conduit,
cast or copper pipe, under ground work, bridge work

Metal housing and impact resistant polycarbonate lens with
gasketed rubber cap which protects from moisture for harsh
jobsite conditions

The reflector produces narrow centre beam with wide
peripheral beam

Ergonomic grip with rubber overmold - enhances user comfort
and grip during use

45° rubber overmold stand for aiming beam upward during
prolonged use when the light is equipped with a compact
battery pack

Up to 8 hours of run time with an M12™ REDLITHIUM™ 4.0 Ah
battery pack

Dual function trigger allows momentary or lock-on use

Battery fuel gauge displays battery status

Hand wrist lanyard to keep the light safe and handy

Flexible battery system: works with all MILWAUKEE® M12™
batteries


