
M18 FAC-0
M18 FUEL™ AIR COMPRESSOR

Airflow (l/min) 4 8

Max. pressure (bar / PSI) 9.31/ 135

Tank capacity (l) 7.6

Sound pressure level (Lpa)
(dB(A))

6 8

Weight with battery pack
(EPTA) (kg)

15.7 (M18 HB12)

Kit included
No batteries supplied, No
charger supplied, No kitbox
or bag supplied

Article Number 4933472166

www.milwaukeetool.eu

POWERSTATE™ brushless motor delivers a maximum air
pressure of 9.31 bar and 48 l/m at 2.8 bar which delivers
enough performance to run common finish nailers and staplers

At only 68 dB(A) this is one of the quietest cordless
compressors on the market allowing for a more comfortable
working environment on the jobsite

14 kg in weight and equipped with two carry handles allows
the compressor to be easily transport to and from the jobsite

Excellent productivity with a run time of 1600 18G brad nails on
a M18™ 12.0 Ah battery pack

Single turn regulator allows quick and easy adjustment of the
pressure to the desired level

Quick connect coupler allows the user to quickly attach and
disconnect the hose for increased productivity

The DNA of our FUEL™ platform redefines the balance of
cordless technologies. MILWAUKEE®'s POWERSTATE™
brushless motor, REDLITHIUM™ battery pack and REDLINK
PLUS™ electronic intelligence delivering outstanding power,
run time and durability

Flexible battery system: works with all MILWAUKEE® M18™
batteries


