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M18 SLED-O

M18™ LED SEARCH LIGHT

o TRUEVIEW™ high definition lighting

e Pivoting head provides 1250 lumens with up to 650 m beam
distance

e 4 output modes: Spot, Flood, Spot/Flood, Strobe delivering
multiple options in work space illumination

e Spot mode for long range identification: utility pole/ high
voltage cable inspection, inspection of long runs of conduit,
cast or copper pipe, under ground work, bridge work...

e Flood mode for illuminating close work spaces

e IP54 rating, the light is protected from dust and splashing
water I~

e Ergonomic grip with rubber overmould enhances user comfort
and grip during use |‘

e Key hole for hanging function ‘

¢ Flexible battery system: works with all MILWAUKEE® M18™

batteries o
LITHIUM"™
/-H’ Bulb type =H)
) A y,»" Max. light output spot-flood
—""3#“ / flood / spot / strobe 1250/ 1200/ 600/ 1200
PUNa Lo 4 (lumens)
- Max. run time with M18 B5
‘ e (i 4/ 4/ 7/ 5
Beam distance (m) 650
iy Weight with battery pack
(EPTA) (o) 2.2 (M18 B5)
: J? \ No batteries supplied, No
0 Kit included charger supplied, No kitbox
b or bag supplied
Article Number 4933459159
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