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Precision Dial Indicators

Small Dial Indicators
workshop grade

• standard quality
• e.g. for workshop use

• metal housing, matt chrome finish
• spindle and stem stainless and hardened
• with turnable scale by outer ring, for easy zero setting

Käfer • Small Dial Indicators
DIN 878 / workshop grade

• sturdy design, for workshop use and calibration purposes

• solid brass housing, matt chrome finish
• spindle and stem stainless, hardened and lapped
• adjustable tolerance fingers
• from up 0.001 mm reading in workshop grade
• with turnable scale by outer ring, for easy zero setting
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241001 0 – 3 0.01 — 0.5 28 14 8.2 45 on request

241002 0 – 5 0.01 — 0.5 28 14 8.2 45 on request
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240001 0 – 3 0.01 — 0.5 28.5 14 7.3 40 on request

240002 0 – 5 0.01 — 0.5 28.5 14 7.3 40 on request

240003 0 – 1 0.001 — 0.2 28.5 14 7.3 40 on request

240121 0 – 3 0.01 — 0.5 28.5 14 7.3 40 on request

240122 0 – 5 0.01 — 0.5 28.5 14 7.3 40 on request

240123 0 – 1 0.001 — 0.2 28.5 14 7.3 40 on request
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Any questions?

We are pleased to advise.
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