
179www.vogel-germany.de

Measuring Stands

Magnetic Measuring Stands
• with central mechanical clamping
• particularly for use in hard to reach places
• standard model with unrestricted mobility

• chromed column, corrosion-resistant, universal turnable
• art.-no. 255001,250319 and 250320:

with sturdy magnetic block, On/Off-switch
• with prismatic base and with a flat ground face backwards,
• art.-no. 250300 and 250304 with permanent magnetic base

with lacquered magnetic block
• dial indicator shank ø 8 mm and dovetail for dial test indicators,

with fine adjustment 
• art.-no. 250300 and 250320 with shank ø 6 mm and dovetail
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255001 400 10/12 x 345 330 M 8 65 x 50 x 55 600

250300 105 10/17 x 65 45 M 5 Ø 28 x 30 120

250304 205 8/20 x 175 100 M 5 Ø 35 x 30 120

250319 210 8/20 x 175 100 M 5 36 x 30 x 35 300

250320 108 10/17 x 65 45 M 5 36 x 30 x 35 300
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Universal Measuring Stands 
• with flexible articulated arm
• particularly for use in hard to reach places
• with unrestricted mobility

• flexible stem with locking lever, adjustable to any position
• sturdy magnetic block, On/Off-switch
• with prismatic base and with a flat and fine ground face backwards
• with lacquered magnetic block
• dial indicator shank for ø 10 mm and ø 8 mm adjustable
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251501 395 16 x 340 240 M 8 65 x 50 x 55 600




