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Voltage Testers

 Voltage Detector • IP44
• non-contact type, rapid detection of live conductors to e.g.

cable connections, cable reels, sockets, electrical outlets, switches, etc.
• particulary well-suited for professional use and as well for hobby

• sturdy ABS-plastic housing, with clip, dustproof and spray water resistant
• contactless and safe testing, works at a distance of 4 mm
• protected against voltage loads up to 1000 V AC
• overload category CAT III 1000 V
• capacitive process 
• incl. 2x 1.5 V battery (type AAA, art.-no.: 609283),

with operation manual

art.-no. 640357
• with acoustical signal and built-in LED lamp on top, measuring range 12 V - 1000 V

IEC / EN

WARRANTY
2 YEARS

display

640350

640357

V  AC

110 - 1000

12 - 1000

optical

optical and acoustical

0.022

0.045

 Electr. Digital Miniature Current Clamp • IP44
• the manual/automatic test range selector enables versatile and reliable testing
• use in the service sector, in industry or in the installation
• whether you want to measure a direct current as shown in the

picture to check that a battery‘s load current will be sufficient,
or the load is pulling too much and causing leakage

• the included readiness-bag keeps the device and its
attachments safe, even in harsh areas or on the road

• protected housing made of sturdy ABS-plastic, dustproof and spray water resistant
• LCD display with clear reading
• voltage up to 600 V, current AC/DC up to 600 A
• overload category CAT III 600 V, conductivity with acoustical signal, resistance 0-60Ω
• with diode test, with 1x testing lead set
• incl. 3x 1.5 V battery (type AAA, art.-no.: 609283)
• incl. readyness bag, 

with operation manual

640364 - 600 V  AC/DC - 600 A  AC/DC

L x ø

142 x 25

160 x 25

IEC / EN

208 x 75 x 35 0.340
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