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Hardness Testers

with needle protection

example with hardness tester

shore  
type

max. spring load
N mm

needle
° / mm

meas.-face
mm

indentor 
type

650720 A 8.064 0 – 100 HA 1.0 35° / ø 0.9 ø 18 blunt taper 100 x 64 x 35

650721 D 44.54 0 – 100 HD 1.0 30° / R 0.1 ø 18 sharp point 100 x 64 x 35

ground plate
mm

column
mm

working height
mm

659210 180 x 180 x 15 ø 25 x 285 100

Shore A Shore D

Shore Hardness Tester „Durometer“ • analog model
• portable device for measuring the hardness for elastomers and plastics
• Shore „A“: rubber, elastomers, neoprene rubber, silicon, vinyl,

soft plastics, leather, felt and similar materials
• Shore „D“: plastic, formica, plexiglass, epoxies and similar materials

• rugged metal housing, compact design
• with drag pointer, with needle protection 
• 2 different models, for Shore „A“ and Shore „D“ measurements
• measuring needle made of special steel,

needle guidance is linear mounted 
• incl. test block, with operation manual

Test Stand for Shore Hardness Testers
• Suitable for series art.-no. 650720 – 650721

• rugged construction
• chromed and polished column
• with hand lever
• incl. additional weight (1 kg)

DIN ASTM

article shore type shore value

650919 set of test blocks, 3-pcs. A + D 50 / 80 / 40 —

650920 test block A 50 80 x 40 x 12

650921 test block A 80 80 x 40 x 12

650922 test block D 40 80 x 70 x 7

Test Blocks for Shore Hardness Testers




